
 

 
NO HEATING 

(Check at the 1st step of B pgm.) 

The thermofuse of the heater tripped. 
Change the heater. In order to prevent 
the same fault happening check if the 
Pressure switch works properly and 

Do not reach at adjusted 
temperature. Check the bimetal 
thermostat contacts between 

YES 

NO 

NO 

YES 

Check The connections of pressure switch 
3(13)-timer D3-timer D5-no heat button  

YES 

C(12) terminals for adjustable thermostat models. 

Disconnect one of the  
cables of the heater and 
measure its resistance. 

Is it open circuit? 

Change the bimetal thermostat 

Change the adjustable 
thermostat 

NO 

DO NOT REACH ADJUSTED TEMP. 

If the water temp. 

1 and 2! Is it open circuit? 

Is there a short-circuit between C and D terminals 

at different temperature settings? 
Thermostat make switching 

(if there is), thermostat-heater-timer A1. 
If there is not problem change the timer 

Make circuit check between 1(11) and 

for bimetal thermostat models. 
Is there a open-circuit between 1 and 2 terminals 

on bimetal thermostat for all types 
(sec cable harness assy.) 

Does the 

OR 

Correct The connections  

Change the timer 

YES 

NO 

heating starts after reaching washing 
level 


