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� DAV-DZ275M/DZ570M/DZ665K/DZ670M are composed of the following models.
 As service manuals are issued for each component model, please refer to them.

COMPONENT  MODEL  NAME
DAV-DZ275M DAV-DZ570M DAV-DZ665K DAV-DZ670M

DVD RECEIVER HCD-DZ275M HCD-DZ570M HCD-DZ665K HCD-DZ670M

FRONT SPEAKER SS-TS80 SS-TS82 SS-TS82 SS-TS82

CENTER SPEAKER SS-CT80 SS-CT80 SS-CT80 SS-CT80

SURROUND SPEAKER SS-TS80 SS-TS80 SS-TS82 SS-TS82

SUBWOOFER SS-WS81 SS-WS81 SS-WS85 SS-WS85

SPECIFICATIONS
General
Power requirements 220 V - 240 V AC, 50/60 Hz
Power consumption
DAV-DZ275M: On: 160 W
 Standby: 0.3 W (at the 
 Power Saving mode)
DAV-DZ570M/DZ665K/DZ670M:
 On: 170 W

Unpacking 
� Front speakers (2)
� Surround speakers (2)
� Center speaker (1)
� Subwoofer (1)
� AM loop antenna (aerial) (1)
� FM wire antenna (aerial) (1)
� Speaker cords (6, red/white/green/gray/blue/purple)

 Power Saving mode)
Output voltage (DIGITAL MEDIA PORT)
(DAV-DZ570M/DZ665K/DZ670M only)
 DC 5 V
Output current (DIGITAL MEDIA PORT)
(DAV-DZ570M/DZ665K/DZ670M only)
 700 mA
Dimensions (approx.) 430 mm  66 mm  385 mm
 (w/h/d) incl. projecting parts
Mass (approx.) 4.2 kg

� Remote commander (remote) (1)
� R6 (size AA) batteries (2)
� Calibration mic (1)
� Foot pads (1 set)
� Posts (DZ570M: 2, DZ665K/DZ670M: 4)
� Base (DZ570M: 2, DZ665K/DZ670M: 4)
� Mounting plates (DZ570M: 2, DZ665K/DZ670M: 4)
� Post covers (DZ570M: 2, DZ665K/DZ670M: 4)
� Screws (large, with washer) (DZ570M: 4, DZ665K/DZ670M: 8)
� Screws (small) (DZ570M: 6, DZ665K/DZ670M: 12)
� Operating Instructions
� Speaker and TV connections (card)

Design and speciÞ cations are subject to change without notice.
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